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Sibron CF-TR
Ceiling Recessed

Ceiling Recessed

Sibron CF-TR

CODE
Light source
Power (W)
luminous flux (lm)
Color Rendering (Ra)
Color Temperature (K)
Body Color

F136
LED
12
1300
>80
3000 | 4000*
White | Black*

Supply Voltage: 
220-240 Vac,50Hz
Driver:
DALI | Dimmable version available
upon request
Recommended Applications:
Residential | Office | Shop

84 mmIP
20

Trimless lights are sought after by architects and interior designers in both modern and classical architectural structures. 
Sibron CF-TR, for instance, can be easily installed using a special kit on false ceilings with gypsum tiles like Knauf, as 
well as on traditional gypsum ceilings.

KG 0.35 (GU10: 0.2) kg

20 x 16 x 12.3 cm
For GU10
Version

*Customized body colors and other color temperatures (CCTs) are available upon request
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Sibron CF-TR

Light distributions

Accessories

Order code table

Order code for GU10 Version**

Optional

LED GU10 Lamp
Order code: 10020101

Medium(M)Spot(S)

Body Color

Body Color Body Code Body Code

Body Color

White

3000K

3000K

4000K

4000K

Beam Angle

Beam Angle

Body Color

Body Color

Body Color

White

White

Black Black

Black

F136W1230S

F136W1230M

F136WG

F136B1230S

F136B1230M

F136W1240S

F136W1240M

F136BG

F136B1240S

F136B1240M

Spot

Medium

Spot

Medium

Kafi Abadi Residential / Architect: Bonsar Office 2019 Tavassoli Residential / Architect: Arsalan Golmakani / Paradim Office

**Lamp is not Included




